
 

 

 
 

TECHNICAL REQUIREMENTS 
THE FOLLOWING IS TO BE REGARDED A MATERIAL PART OF THE ATTACHED CONTRACT; 
THE PRESENTER WILL PROVIDE A FIRST CLASS, PROFESSIONAL, SOUND SYSTEM 
INCLUDING; 

MIXING BOARD:  16 CHANNELS MINIMUM, WITH STEREO OUTS AND A MINIMUM OF 4 
SUBGROUPS, 4  (PRE-FADER) MONITOR SENDS AND 2 (POST-FADER) AUX SENDS.  4 BAND 
SHELVED EQ (HI & LO MID SWEEP EQ PREFERRED).  THERE SHOULD BE INSERT POINTS AND 
PHANTOM POWER ON EVERY CHANNEL. THE MIXING BOARD SHOULD BE ATTACHED TO A 
SNAKE AND SET UP BETWEEN 1/2 AND 2/3 OF THE WAY BACK INTO THE ROOM AND 
SLIGHTLY OFF CENTRE.  IT IS ESSENTIAL THAT BATTLEFIELD BAND’S AUDIO 
TECHNICIAN DOES THE MIXING.  

SPEAKERS & AMPLIFICATION:  A COMPATIBLE 2 OR 3 WAY SPEAKER SYSTEM IS NEEDED, 
OR A FULL RANGE SYSTEM (BOSE, MEYER, TURBO, MARTIN, EV, ETC.).  AMPLIFICATION 
SHOULD BE COMPATIBLE WITH THE SPEAKER SYSTEM AND SIZE OF VENUE.  AMPLE 
ALLOWANCE SHOULD BE MADE FOR AMPLE HEADROOM. 

MICROPHONE STANDS: 7 MICROPHONE STANDS WITH BOOM ARMS ARE REQUIRED. 

MONITOR SYSTEM: IT IS ABSOLUTELY ESSENTIAL THAT THE BAND HAS 4 MONITOR 
SPEAKERS FED BY 4 (PRE-FADER) AUX SENDS, PREFERABLY FROM THE HOUSE BOARD. 

OUTBOARD EQUIPMENT: SEPARATE GRAPHIC EQUALIZERS FOR THE HOUSE SYSTEM AND 
MONITOR SENDS AND 2 GOOD QUALITY DIGITAL EFFECTS PROCESSORS AND AT LEAST 2 
DUAL COMPRESSOR/LIMITER SHOULD BE PROVIDED. 

LIGHTING:  GENERAL WASHES AND 4 WHITE SPECIALS.  126 ON BACKDROP. 

STAGE MISCELLANEOUS: MEDIUM SIZED TABLE (TABLE POSITIONED STAGE LEFT) ARE 
REQUIRED.  AC OUTLET STAGE RIGHT. (SEE STAGE PLOT). 
MINIMUM STAGE MEASUREMENT SHOULD BE 20’ WIDE x 10’ DEEP 

BATTLEFIELD BAND  WILL PROVIDE;  MICROPHONES, CLIPS AND DI BOXES. 

BATTLEFIELD BAND WILL NOT PROVIDE;  MIXING BOARD, AMPLIFIERS, SPEAKERS, 
MICROPHONE AND SPEAKER CABLES, MICROPHONE STANDS, DIGITAL EFFECTS 
PROCESSORS AND DYNAMIC PROCESSORS. 

ANY QUERIES SHOULD BE DIRECTED TO THE BANDS TECHNICIAN VIA EMAIL AT: 
bfb@reidvansante.com AND CC TO robin@templerecords.co.uk  
 
SOUND CHECKS SHOULD BE SCHEDULED FOR THREE HOURS BEFORE SHOW-
TIME.  THIS ALLOWS FOR A MORE COMPLETE CHECK AND AL LOWS TIME FOR 
CORRECTION, ALTERATION OR REPLACEMENT OF ANY SOUND EQUIPMENT 
SHOULD THE CASE ARISE.  FOR AN 8:00pm SHOW-TIME, THE STAGE SHOULD BE 
SET (SEE STAGE PLOT) AND ALL SOUND EQUIPMENT SHOULD BE SET UP AND 
TESTED BY 5:00pm, THEREBY AVOIDING ANY DELAY FOR BA TTLEFIELD BAND.  

THANK YOU. 



 

 

 
 

INPUT LIST 

 

CH # DESCRIPTION MIC/INPUT 

1 Vocal / Keyboards - Alan Reid SM58 Beta 

2 Vocal / Guitar – Sean O’Donnell SM58 Beta 

3 Vocal / Fiddles / Etc. -  Alasdair White SM57 Beta  

4 Tin & Low Whistles  -  Mike Katz SM58 Beta 

5 Korg X5 - 1 left (vocal position 1) DI 

6 Korg X5 - 1 right (vocal position 1) DI 

7 Korg X5 - 2 left (vocal position 1) DI 

8 Korg X5 - 2 right (vocal position 1) DI 

9 Guitar (vocal position 2) DI 

10 Fiddle  (vocal Position 3) DI 

11 Bouzouki (vocal Position 3) DI 

12 Pipes – Chanter (on left of vocal position 4) 201n 

13 Pipes – Drones (above + behind vocal position 4) C1000 or 421 

14 Accordion (right of vocal position 1) SM57 

15   

16   

Vocal position 1 = stage right, 2 = centre right, 3 = centre left, 4 = stage left 

 



 

 

 
 


